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Sun Control Window Films 

Performance Results: 
Visible Light Transmitted 
Total Solar Energy Rejected 
UV Light Rejected 
Glare Reduction 
Visible Light Retlected 
Solar Heat Reduction 

37o/c 
56% 
99% 
58% 
20% 
45% 

RE35NEARL 

Neutral 35 Benefits: 

• High heat rejection provides energy
 
savings and improved comfort
 

• Reduces fading and helps to
 

protect fum ishing s
 

• Comprehensive 3M manufacturers
 
warranty
 

• Reduc es glare and eye discomfort 

• Increases personal safety from
 
Hying glass
 

Sinole Single Double Double Glass Type Pan-e Pane Pane Pane 
(All 114") Clear Tinted Clear Tinted 

Visible Light 37% 22% 3 3 ~'e 19 ~'tt 

Transmitted 

Total Solar Energy 56% 61 % 50% 63% 
Rejected 

90 0 UV Light Rejected 99% 99% 9 9 ~·c . /0' 

Glare Reduction 58% 56% 58" ~ 58~; 

Visible Light 20% 9% 24% 10% 
Refiected 

Shading 0.5 0.45 0.58 0.43 
Coe fficient 

Emissivity 0.84 0.84 0 84 0.84 

UValue 1.06 1.06 0.50 0.50 

Solar Heat 45 ~·~ 35% 28 ~c 22% 
Recucton 
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